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ABSTRACT
In this paper, we present an integrated simulation tool for an-
alyzing the interdependency of natural gas and electric power
systems in terms of security of energy supply. In the first part,
we develop mathematical models for the individual systems. In
part two, we identify the interconnections between both sys-
tems and propose a method for coupling the combined simu-
lation model. Next, we develop the algorithm for solving the
combined system and integrate this algorithm into a simulation
software. Finally, we demonstrate the value of the software in a
case study on a real world interconnected gas and electric power
system of an European region.
NOMENCLATURE
EU: European Union
CEI: Critical energy infrastructures
CGS: City Gate Station
GPP: Gas Fired Power Plant
LNG: Liquefied Natural Gas
PDE: Partial Differential Equation
∗corresponding author, Email: k.a.pambour@rug.nl
TSO: Transmission System Operator
UGS: Underground Gas Storage
A : incidence matrix
A : cross-sectional area
b : line charging susceptance
c : speed of sound
CV : Control Volume, calorific value
D : inner pipe diameter
e : Euler’s number
F : residual vector
f : electric driver factor
g : gravitational acceleration
H : elevation
I : electric curent
Iw : storage working inventory
J : Jacobi matrix
k : iteration step
kc : constraint handling iteration step
Ki : participation factor
L : nodal load (vector)
Lset : load set point
LElec : gas offtake of power plants
Lin j : injection rate
Lwdr : withdrawal rate
l : pipe length
le : equivalent pipe length
LP : line pack
m : number of branches
n : number of nodes or buses
P : square pressure, active power
PD : active power demand
PCSD : power demand of compressor stations
PG : active power generation
PsetG : active power generation set point
∆P : square pressure drop, power imbalance
p : gas pressure (vector)
∆p : pressure drop
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p1 : inlet pressure
p2 : outlet pressure
pi : inlet pressure
po : outlet pressure
Pset : pressure set point
PLoss : active power loss
pm : mean pressure
pn : pressure at reference conditions
POWd : driver power
POWs : shaft power
Q : flow rate, reactive power
Qvol : volumetric flow rate
Qset : flow rate set point
Qvol,set : volumetric flow rate set point
Res : residual
R : gas constant, line resistance
R f : pipe resistance factor
Ri : pipe inertia factor
t : time
tn : time point
∆t : time step
T : temperature
Tn : standard temperature
v : gas velocity
V : complex voltage
|V | : voltage magnitude
Vi : nodal volume
X : line reactance
x : pipeline coordinate
x : solution vector
∆x : pipe segment length
Y : line admittance
Ybus : bus admittance matrix
z : height coordinate
Z : compressibility factor, impedance
α : inclination
δ : voltage angle
ε residual tolerance
ζ : resistance factor
η : dynamic viscosity
ηad : adiabatic efficiency
ηm : driver efficiency
ηT : thermal efficiency
κ : isentropic exponent
λ : friction factor
Π : pressure ratio
φshi f t : transformer phase shift angle
ρ : gas density
INTRODUCTION
The ongoing integration of renewable energy resources into the
energy portfolio of the European Union is connected with an
increased interconnection between the different critical energy
infrastructures (CEI). The interdependency between natural gas
and electric power systems, for instance, is expected to grow in
the near future. On the electric side, the demand for flexible
backup power for intermittent renewable energy sources is in-
creasing, which can be met by gas fired power plants (GPP)
connected to the gas and electric grid, while on the gas side
an increased use of electric power to operate facilities in the
gas system can be observed (e.g. electric driven compressors,
electric power supply to LNG Terminals etc.). Moreover, the
present advancement in the Power-to-Gas technology will sig-
nificantly contribute to the coupling of both systems. These
trends suggest the need for simulation models to examine the
depth and scope of these interdependencies, how they may af-
fect the operation of both systems and how to proactively ap-
proach the bottlenecks that may emerge. Furthermore, devel-
oping combined gas and electricity models will also facilitate
the development of Risk Assessment for this type of coupled
networks.
In this paper, we present an integrated simulation tool,
SAInt (Scenario Analysis Interface for Energy Systems), for
analyzing the interdependency of gas and electric power sys-
tems in terms of security of energy supply, i.e. the uninterrupted
supply of energy to its customers (e.g. commercial, residen-
tial, industrial customers, public services and power generation
companies) particularly in case of difficult climatic conditions
and in the event of disruptions [1].
The first part of the paper, focuses on developing the mathemat-
ical models for both systems. The second part, elaborates the
interconnections between both systems and derives coupling
equations for the combined system, followed by a description
of the algorithm for solving the resulting system of equations.
Finally, the capability of the simulation tool is demonstrated by
applying it to a real world instance.
METHODOLOGY
The operation of gas and electric power systems is increasingly
interdependent, due to an increased physical interconnection
between the facilities installed in both systems. A change in
one system may propagate to the other system and even back to
the triggering system. For instance, an increase in power gen-
eration from a gas fired power plant, will cause the gas offtake
from the gas grid to increase. This, in turn, may result in an in-
creased power offtake of electric driven compressor stations to
recover the pressure and line pack level in the area affected by
the gas offtake. This additional power offtake, again, will trig-
ger an increase in power generation which has to be balanced
by the power generation units. This cycle may continue until
an equilibrium state is reached.
The goal of a combined gas and power system study is to find
for each time step a state of the coupled system, that satisfies the
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physical equations describing the behavior of the gas and power
system and the coupling equations describing the link between
both systems, taking into account the controls and constraints
imposed by the different facilities involved in the transport pro-
cess.
The first challenge that arises, when modeling the coupled gas
and power system is to find a simulation model that describes
the dynamic behavior of the individual system appropriately.
The dynamics in gas transport systems, for instance, are much
slower than the one in power systems. Electricity travels almost
instantaneously and cannot be stored economically in large
quantities in current power systems1 [2]. In case of a disrup-
tion, the response time of the power system is quite small and
basically the transmission line flows satisfy the steady-state al-
gebraic equations. On the contrary, natural gas pipeline flow
is a much slower process, with gas velocities typically below
10 m/s (50 [ft/s]), resulting in a longer response time in case
of a large fluctuation. In particular, high-pressure transmission
pipelines have much slower dynamics due to the large sums of
natural gas stored in the pipelines.
Considering the different characteristics of both systems, in this
paper, we propose a transient model for the gas system and a
steady-state AC- power flow model for the power system. We
couple both models to a combined simulation model by defin-
ing coupling equations reflecting the physical interlink between
both systems. In the following, we derive the gas and power
system model independently. Next, we identify the intercon-
nection between both systems and develop the coupling equa-
tions for the combined model.
GAS SYSTEM MODEL
In this section, we give a brief overview of the gas system model
implemented in the simulation tool SAInt. Furthermore, we
demonstrate the accuracy of the model by comparing simula-
tion results for a well known sample network to results obtained
with a commercial software. For a more detailed description of
the gas model, we refer to PAMBOUR et. al.[3].
The purpose of a gas transport system is to transport natural
gas from remote production sites to demand areas, where gas
is needed for heating, power generation or as a feed stock for
industrial production. The transport of natural gas involves the
use of different types of facilities, such as pipelines, compres-
sor stations, regulator stations and valves. These facilities are
supervised and controlled by Transmission System Operators
(TSO), to ensure a safe, reliable and economical operation of
the transport system.
A gas network is usually described by a directed graph com-
posed of nodes and branches. Facilities with an inlet, outlet
1with the only exception of hydraulic pumping power stations, whose avail-
ability is very much limited in a significant number of countries
and flow direction are modeled as branches, while connection
points between these branches as well as entry and exit sta-
tions are represented by nodes. Branches, in turn, can be distin-
guished between active and passive branches. Active branches
represent controlled facilities, which can change their state or
control during operation, such as compressor stations, regulator
stations and valves (s. Table 2), while passive branches, such as
pipelines and resistors represent facilities or components which
state is fully described by the physical equations (s. Table 1).
The topology of the network can be described by the following
node-branch incidence matrix.
A = [ai j]n×m (1)
with
ai j =
+1, node i isoutlet o f branch j–1, node i is inlet o f branch j0, node i and branch j arenot connected
where n is the number of nodes and m the number of branches
in the network.
The gas flow in transport pipelines is inherently dynamic. Sup-
ply and demand are constantly changing and the reaction of the
system to these changes are relatively slow, due to the small
flow velocities (typically below 10 [m/s], approx. 50 [ft/s]) and
the large volume of gas stored in transport pipelines.
The dynamic behavior of a gas system is predominately deter-
mined by the gas flow in pipelines. In general, a gas pipeline
has four basic properties, namely, capacity (i.e. the ability to
store a certain volume of gas, which depends on the geometric
volume and maximum pipeline pressure), resistance (i.e. force
acting opposite to the gas flow direction, caused by friction be-
tween gas and the inner walls of the pipeline), inertia (force
acting opposite to the gas flow acceleration) and gravity (grav-
itational force acting on the gas volume in sloped pipelines).
Capacity and resistance are the predominant properties, while
in most cases gravity and inertia play a secondary role. The
pipe elements in a gas network can be segmented into a number
of pipe sections, assuming each section inherits a proportional
fraction of the properties of the original pipeline[4]. Fig. 1
demonstrates this for a cross section of a pipeline. As can be
seen, the volumes of the pipelines are equally distributed and
assigned to the inlet and outlet nodes, respectively. Accord-
ing to the mass conservation law, the gas density ρi in a nodal
control volume Vi may change in time, if there is an imbalance
between gas inflow and outflow to Vi. If we assume isothermal
flow conditions, the mass conservation law can be expressed by









ai jQi j−Li (4)
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Element Function Equations [3]
pipe transport of natural gas from point a to b, short
term gas storage
∆Pn+1 = R f · |Qn+1|Qn+1+Ri ·
(
Qn+1−Qn) (2)
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resistor passive devices that cause a local pressure drop
(e.g. meters, inlet piping, coolers, heaters,
scrubbers etc.)
p1− p2 = ζ ρ2 | v | v (3)
















Figure 1: Law of conservation of mass applied to a nodal con-











D2i j ∆xi j
where Qi j is the flow rate from node i to j at reference condi-
tions, ρn the gas density at reference conditions, Li the external
load on node i, c the isothermal speed of sound, Z the gas com-
pressibility factor, R the specific gas constant, T the gas tem-
perature, ∆xi j and Di j the length and diameter of pipe segment
(i j), respectively. The continuity equation can be expressed for
each nodal control volume in the network, thus, we obtain (n)
set of equations with 2n+m unknown state variables (pi, Qi, j
and Li). If we perform an implicit time integration on this set
of equations for a time step ∆t = tn+1− tn and order the equa-
tion in terms of known variables at time tn and tn+1 (right hand
side) and unknown variables at time tn+1 (left hand side), we
obtain the following set of linear finite difference equations for
the total network:
Φ pn+1−A Qn+1 =Φ pn−0.5(Ln+Ln+1) (5)
where Q and L are the vectors of branch flows and nodal loads,
respectively, and Φ the following diagonal matrix, describing
the pressure coefficients φi:
Φ= diag{φ1,φ2, ...,φn}, φi = Viρnc2∆t (6)
In order to close and solve eq. (5) for the entire network includ-
ing non-pipe facilities, n+m additional independent equations
are needed (i.e. one equation for each branch and each node
in the network), which correlate the state variables pi, Qi j and
Li . These equations a provided by the pressure drop equation
for each pipe section and the equations describing the control
modes of non-pipe facilities. Tables 2, 3 & 4 give an overview
of the implemented control modes, constraints and their corre-
sponding linearized equations for non-pipe facilities modeled
as active branches and nodes, respectively.
The pressure drop equation for a pipe section is derived from
the law of conservation of momentum as shown in Fig. 2, where
the different forces acting on a control volume in a pipe section
are illustrated. The resulting momentum equation yields:
∂ (ρv)








































Figure 2: Forces acting on a control volume in a general gas
pipeline
where v is the gas flow velocity and λ the Darcy friction factor.
Eq. 7 can be reduced to the following non-linear partial differ-
ential equation (PDE), if we assume isothermal flow conditions















where A denotes the cross-sectional area of the pipe section. Eq.
8 can be discretized using an implicit finite difference scheme
as shown in Table 1, where l denotes the length, H1 and H2
the inlet and outlet elevation of a pipe segment, respectively.
In sum, the system of equations describing the behavior of the
gas system can be expressed by the following linearized matrix








where the first row describes the continuity equation, the second
row the linearized equation for passive and active branches (s.
Table 1, 2 & 4) and the third row the equations for the control
mode of entry, exit stations, LNG terminals and underground
gas storage facilities (s. Table 3). Eq. 9 is solved iteratively
for each simulation time step tn+1 using the initial state t0 or the
solution of a preceding time step tn as an initial guess for the
iterative linearization. We adapted the linearization methods
presented by van der Hoeven [5] for the steady state to the
transient case. The algorithm is detailed in [3].
MODEL BENCHMARKING
In the following, we benchmark the accuracy of the presented
gas model against results from the commercial software SI-
2this term is negligible compared to the other terms in the momentum equa-
tion, since the flow velocity in pipelines is much smaller than the speed of sound
[3]
MONE for a sample network adapted from [6]. The data of
the network topology, gas and pipe properties and steady state
boundary conditions are given in Tables 8 and 9. In the first
step, we run a steady state simulation to obtain an initial state
of the network, which we then use in a second step to compute a
dynamic simulation over 24 hours, using the load profile shown
in Figure 18, which we multiply with the steady state load for
each demand node. Figures 3 and 4 show the steady state solu-
tion, while Figure 5 illustrates the results for the dynamic sim-
ulation. As can be seen, the results obtained with SAInt are
very similar to the SIMONE results, which confirms the accu-
racy of the simulation model. The comparison of the steady
state results obtained with SAInt (s. Figure 3) and SIMONE (s.
Figure 4) shows small deviations (< 0.2 [bar], 2.9 [psi]) in the
nodal pressure and compressor flow rate (< 2 [ksm3/h], 1.62
[mmscfd]) in the area around compressor station Co3. Similar
observations can be made for the time plots for the dynamic
simulation (s. Figure 5). The shape of the time plots for the gas
supply in the source node (s. Figure 5 a)) and the nodal pressure
for three selected nodes (s. Figure 5 b) c) and d)) obtained with
SAInt and SIMONE are very similar, however, small deviations
(< 0.2 [bar], 2.9 [psi]) can be observed for the last five simula-
tion hours. Discrepancies for the transient model in other nodes
are in the same range as the ones shown here. We consider these
discrepancies (below 0.5%) as quite good results.
POWER SYSTEM MODEL
After presenting the model for the gas system, in this section
we elaborate the model implemented for the power system. In
the first part, we give an overview of the different elements in-
volved in the operation of a power system, their function and
constraints. Finally, we develop the system of equations de-
scribing the steady state power flow in power systems.
An electric power system can be divided into three subsystems
operating at different voltage levels, namely, the generation (11-
35[kV]), transmission (usually above 110[kV]) and distribu-
tion system (11k- 400 [V] or 230 [V])3. The generation sys-
tem produces electricity by converting primary energy sources
(e.g. fossil fuels, wind, hydro etc.) to electric energy, using
synchronous turbo generators, which are driven by gas, steam,
water or wind turbines. The generating units inject Alternating
Currents (AC) to a 3-phase transmission system at a constant
voltage magnitude (|V |) and frequency ( f ) (usually 50 [Hz]).
Voltage magnitude and frequency are typically controlled by a
designated Automatic Generation Control System (AGC) [7].
In order to reduce the power losses incurred during transporta-
tion (∼= I2 ·R), the output voltages of generation units are usu-
ally increased to transmission system level using step up trans-
formers. The transmission system provides a network of in-
3the primary distribution system typically starts at 6.6 [kV], 3.3 [kV] or 11
[kV] and the secondary distribution system is 230 or 400 [kV]
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inlet pressure (pi,set )
outlet pressure (po,set )
pressure ratio (Πset )
pressure difference (∆pset )
flow rate (Qset )
volumetric flow (Qvol,set )
shaft power (PWsset )
driver power (PWdset )




po ≥ pi & Q≥ 0
user defined limits:
max. outlet pressure (po,max)
min. inlet pressure (pi,min)
max. volumetric flow
(Qvol,max)
max. flow rate (Qmax)
max. pressure Ratio (Πmax)



























inlet pressure (pi,set )
outlet pressure (po,set )
pressure difference (∆pset )
flow rate (Qset )




pi ≥ po & Q≥ 0
user defined limits:
max. outlet pressure (po,max)
min. inlet pressure (pi,min)
max. volumetric flow
(Qvol,max)
max. flow rate (Qmax)
-










V ≤ 60 [m/s]
user defined limits:
max. flow velocity (Vmax)
-
Table 2: Overview of available control modes and constraints settings for active elements
terconnected lines and substations to enable a safe and reliable
transport of electric power to large customers directly served
from the transmission grid and to smaller customers supplied
through the local distribution system. The distribution system is
typically operated at lower voltage levels, thus, the voltage level
of the transmission system is reduced by step down transform-
ers installed at substations connected to the distribution system.
In this paper, we focus primarily on the high voltage electric
transmission system, which is the most crucial subsystem in
the power supply chain.
Similar to a gas network, a power transmission system can be
described by a directed graph consisting of nodes and branches,
where each branch represent a transmission line or a trans-
former and each node a connection point between two or more
electrical components, also referred to as bus. At some of the
buses power is injected into the network, while at others power
is consumed by system loads. In contrast to gas systems, power
systems are predominantly in steady state operation or in a state
that could with sufficient accuracy be regarded as steady state
[8]. Thus, the 3-phase transmission system is typically mod-
eled as a balanced per phase equivalent system using linear
models for the elements involved in the transport process. A
transmission line, for instance, can be described by an equiva-
lent pi-circuit as depicted in Table 5, which considers the basic
properties of an actual transmission line, such as line resistance
Ri j, line reactance Xi j and line charging susceptance bi j. Us-
ing these properties the complex inlet and outlet bus voltages
Vi and Vj can be related to their corresponding complex current
injections Ii j and I ji through the branch admittance matrix Ybr
as shown in eq. (10) in Table 5. A similar branch admittance
matrix can be expressed for in-phase and phase shifting trans-
formers as listed in eq. (11) in Table 5.
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min. supply flow (Qmin)
max. supply flow (Qmax)
min. supply pressure (pmin)









min. delivery flow (Qmin)
max. delivery flow (Qmax)
min. delivery pressure (pmin)




withdrawal/injection rate (Qset )




Lwdr ≤ 0 & Lin j ≥ 0
user defined hard limits:
max. working inventory (Iw,max)
max. withdrawal rate (Qwdr,max)
max. injection rate (Qin j,max)
user defined limits:
max. supply pressure (pwdr,max)








regasification rate (Qset )
initial working inventory (INV )
arriving vessel size (V ESSEL)
internal hard limits:
L≤ 0
user defined hard limits:
max. working inventory (Iw,max)
max. regasification rate (Qreg,max)
user defined limits:






Table 3: Overview of available control modes and constraints settings for non-pipe facilities modeled as nodes
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Control Mode Equation Coefficients
c1 · p1+ c2 · p2+ c3 ·Q = d
inlet pressure (pi,set ) pi = pi,set c1 = 1, c2 = 0, c3 = 0, d = pi,set
outlet pressure (po,set ) po = po,set c1 = 0, c2 = 1, c3 = 0, d = po,set
pressure ratio (Πset ) po
pi
=Πset c1 =−Πset , c2 = 1,
c3 = 0, d = 0
pressure difference (∆pset ) po− pi = ∆pset c1 =−1, c2 = 1,
c3 = 0, d = ∆pset
flow rate (Qset ) Q = Qset c1 = 0, c2 = 0, c3 = 1, d = Qset
volumetric flow (Qvol,set ) Q =
pi
ZiTiRρn
Qvol,set c1 =− Qvol,setZiTiRρn , c2 = 0,
c3 = 1, d = 0



















[Πcκ −1], d = PWsset



















[Πcκ −1], d = PWdset
bypass (BP) pi = po c1 =−1, c2 = 1, c3 = 0, d = 0
off (OFF) Q = 0 c1 = 0, c2 = 0, c3 = 1, d = 0
Table 4: Control modes for non-pipe facilities and their mathematical implementation
For the total network, a bus admittance matrix Ybus containing
the elements of the individual branch admittance matrices can
be expressed as follows:
I = Ybus V (12)
where V and I denote the vectors of complex voltages and cur-
rents at each bus, respectively.
The in- and outflow of electric power to the power system is
modeled by generation units, loads, shunt capacitors and re-
actors connected to the buses of the power system. Table 6
shows a list of these components, their function and constraints.
The steady state analysis of a power system involves the de-
termination of the voltage magnitudes |Vi|, voltage angles |δi|,
active power Pi and reactive power Qi supply at each bus i,
considering the constraints imposed by the different facilities
and components in the power system. These state variables are
computed from the power flow balance equation, derived from
Kirchhoff’s Current Law (KCL) applied to each bus. The power
balance equation for a bus i yields the following two non-linear
PSIG 1609 An integrated simulation tool for analyzing the Interdependency of Gas and Electric Power Systems 9
Figure 3: Steady state solution for the reference network obtained with SAInt
Figure 4: Steady state solution for the reference network obtained with SIMONE
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t [h]
Q [ksm3/h]














a) Resulting flow rate at supply node 1 b) Resulting pressure at demand node 3
t [h]
P [barg]














c) Resulting pressure at demand node 9 d) Resulting pressure at demand node 20
Figure 5: Comparison of simulation results for the reference network obtained with SAInt and SIMONE
equations for the active and reactive power balance:




|Vi||Vj||Yi j|cos(δi−δ j−θi j) (13)




|Vi||Vj||Yi j|sin(δi−δ j−θi j) (14)
PG,i−PD,i−Pi(δ , |V |) = 0 (15)
QG,i−QD,i−Qi(δ , |V |) = 0 (16)
where PG,i, QG,i are active and reactive power generation at bus
i, respectively, PD,i, QG,i active and reactive power demanded at
bus i, respectively, and Yi j = |Yi j|(cos(θi j)+ jsin(θi j)) the ele-
ments of the bus admittance matrix describing the branch con-
nection between bus i and any connected bus j. The solution of
the power flow equations (13 - 16) requires additional boundary
conditions, which are provided by the set points for generation
units and loads. In the traditional power flow analysis, each bus
is classified depending on the prescribed boundary conditions
into the following three bus types:
1. Slack-Bus (Reference Bus):
Voltage magnitude |V | and voltage angle δ are specified
and active power P and reactive power Q are computed. A
slack bus is usually connected to a generation unit with ter-
minal voltage control. At least one slack bus is needed as
a voltage angle reference and also for balancing the active
power losses not covered by other generation units.
2. PV-Bus (Generation Bus):
Active power P and voltage magnitude |V | are prescribed
and voltage angle δ and reactive power Q are computed.
Buses connected to generation units with terminal voltage
control are specified as PV-Buses. If the reactive power
limit of a PV -Bus is violated during computation the PV
bus is changed to a PQ-Bus and the reactive power is set
to the next closest feasible working point.
3. PQ-Bus (Load Bus):
Active power P and reactive power Q are prescribed and
voltage magnitude |V | and voltage angle δ are computed.
Buses with purely load connections are usually classified
as PQ-Buses.
In a real power system, a single slack bus, that balances the ac-
tive power of the total system does not exist. Thus, to model the
power generation and the balancing of the power system more


















(yi j + bi j2 ) −yi j






Vi = |Vi| e jδi , Vj = |Vj| e jδ j , yi j = 1Ri j + jXi j
flow of active and reactive
power is limited by thermal
capability of the
transmission line
Transformer & Phase Shifter
Ii
Vi









a2i j yi j −t∗i j yi j








|Vi| , ti j = ai j e




Table 5: Basic elements in an electric network model
realistically, we introduce the concept of distributed slack bus
generation discussed in [9, 10, 11], which enables the balancing
of the power system by regulating the active power output of a
selected number of generation units. For each generation unit,
we specify an active power generation set point PsetG,i and a par-
ticipation factor Ki, describing the flexibility of the generation
unit to regulate a fraction of the required additional generation
∆P for balancing the power system. The additional generation






where PLoss is the total power loss of the power system. The
active power balance equation (13) can be modified as fol-
lows, while the reactive power balance equation (16) remain
unchanged:




Ki = 1 (19)
The resulting system of non-linear power flow equations is
solved iteratively using a Netwon-Raphson approach:
J(xk) ·∆x =−F(xk) (20)
xk+1 = xk +∆x (21)
where J is the Jacobi matrix, F residual vector and x =
[δ , |V |,∆P]T the solution vector. The algorithm for solving eq.
(16, 18, 20, 21) is detailed in [7, 8, 12].
INTERDEPENDENCEY OF GAS AND
ELECTRIC POWER SYSTEMS
Gas and electric power systems are physically interconnected
at a number of facilities. The most significant interconnections
between both systems are as follows:
1. Gas demand for power generation at gas fired power plants
connected to the gas and electric power system. The gas




where ηT is the thermal efficiency of the power plant and
CV the calorific value of the fuel gas extracted from the
pipeline.
2. Electric power demand for electric driven compressors in-
stalled in gas compressor stations and underground storage
facilities. The electric power consumed by the compressor
station can be described by the following expression de-











where f is a factor describing the fraction of total driver
power provided by electric drivers, ηad the average adi-
abatic efficiency of the compressors, ηm the average me-
chanical efficiency of the installed drivers, p2 the outlet
















injects electric power into the
power system, by converting
primary energy sources (oil, gas,
coal, wind, hydro etc.) to electric
energy; bus voltage Vi and
frequency fi at buses connected to
generation units are typically
controlled at a specific set point VG,
fG
upper and lower limit on reactive power QG and
active power PG injection restricted by reactive
power capability curve of the generation unit
PG,min ≤ PG ≤ PG,max
&
QG,min ≤ QG ≤ QG,max
(i.e. operating region is restricted by field current








represents consumption of electric
power by large customers directly
served from the transmission grid
or the total power consumption
from the local distribution grid
connected to the transmission
system at the respective substation
upper and lower limits on voltage magnitude






shunt reactors a placed locally to
control the steady state
over-voltages at buses under light
load conditions, while shunt
capacitors are used to boost a bus
voltage in a stressed system
Table 6: Basic components in an electric network model
pressure, p1, Z1, T1 the inlet pressure, compressibility fac-
tor, temperature, respectively, R the gas constant, κ the
isentropic exponent.
3. Power supply to LNG Terminals for operating LNG tanks
and low and high pressure pumps. We capture this interac-
tion by assuming a linear relation between the regasifica-
tion rate Lreg and the power consumption of the terminal:
PLNGD,i = P
0,LNG
D,i + c ·Lregi (24)
where P0,LNGD,i is the fixed power supply to the LNG Ter-
minal, c the coefficient of the flow rate dependent power
supply.
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The coupling of the gas and power system is established
through the developed coupling equations. If we integrate these
equations into the developed gas and power system model, we
obtain the following modified set of equations describing the








PsetG,i +Ki ·∆P−PD,i−PLNGD,i −PCSD,i−Pi(δ , |V |) = 0 (26)
The algorithm for solving the combined simulation model is il-
lustrated in the flow diagram in Figure 6. The simulation starts
from an initial state, which can be obtained from a combined
steady state computation or any other terminal state of a (com-
bined) transient computation. The solution for each simulation
time step is obtained iteratively by solving the system of equa-
tions for both systems (eq. (20 & 25)) separately and in parallel
using multiple threads. The boundary conditions for both mod-
els are updated each iteration step using the coupling equations
for the interconnected facilities (eq. (22, 23 & 24)). If the solu-
tion for a time step violates any constraints from Tables 2, 3, 5
& 6 a constraint and control handling algorithm, which tries to
find a feasible working point for the affected facility, is invoked
and the time integration is repeated with the new settings.
MODEL APPLICATION
The models presented in this paper where implemented in
SAInt (Scenario Analysis Interface for Energy Systems), an
integrated simulation software for performing steady state and
dynamic simulations on gas and electric power systems. The
software was developed with the objective of analyzing the op-
eration and interdependency of critical energy infrastructures
in terms of security of energy supply. SAInt was developed
in MS Visual Studio .NET using the object oriented program-
ming languages VB.NET, C# and C++ and can be used as a
standalone gas simulator, standalone power system simulator
or as a combined gas and power system simulator. It is divided
into two separate modules, namely, SAInt-API (Application
Programming Interface) and SAInt-GUI (Graphical User In-
terface). The API, is the main library of the software and con-
tains all solvers and classes for instantiating the different ob-
jects comprising a gas and electric power system. The API is
independent of the GUI and can be used separately in any other
.NET environment (e.g. MS Excel, IronPython etc.). SAInt-
GUI is the graphical interface, which enables a visual com-
munication between the API and the user. The GUI uses the
classes and solvers from the API to perform the simulation tasks
requested by the user. To extend the functionality of the soft-
ware, the API has been linked with MATLAB using the Matlab
COM Automation Server. This enables the API to communi-
cate with the Matlab Command Window and execute Matlab
scripts. This link has been used to establish a communica-
tion between the matlab-based open source power flow library
MATPOWER [13] and the API. This allows the execution of
newton power flow and optimal power flow with MATPOWER
[13] and the visualization of the obtained results using SAInt-
GUI.
A SAInt project is divided into a static network model, which
includes all topological and static properties of the network and
a scenario, which is the definition of a case study to be per-
formed on the static network models. The following simulation
models are currently implemented in SAInt:
1. Steady state gas flow simulation
2. Transient gas flow simulation
3. Steady state AC-Power Flow (AC-PF) simulation (using
distributed slack bus algorithm)
4. Steady state AC-Optimal Power Flow (AC-OPF) simula-
tion using a link to MATPOWER [13]
5. Combined steady state gas and steady state AC-PF simu-
lation (with distributed slack bus algorithm)
6. Combined transient gas and steady state AC-PF simulation
(using distributed slack bus algorithm)
In the following, we apply SAInt for a case study on the Bul-
garian and Greek gas and electric transmission system. The
topology and basic properties of both networks are depicted in
Figures 7 & 8. The networks are interconnected through 14
gas fired power plants (7 located in the south of Greece), two
electric driven compressor stations (CS.1 & CS.3, both located
in Bulgaria) and one LNG Terminal (located in the south of
Greece).











Table 7: Participation factors and thermal efficiency assigned
to generation buses connected to GPPs
For the case study, we increase the interconnection between
both models by assuming five additional compressor stations
are powered by electric driven compressors (CS.2, CS.7, CS.8,




for time step tn+1 = tn +∆t
and set k = 1 & kc = 1
Make an initial approximation
for the state variables p, Q,
L, δ , |V |, ∆P using the values
from the previous time step
Assemble system matrices
and vectors in eq. (20 &
25) using the (computed)
values for the state variables
Solve eq. (20 & 25) in par-
allel for iteration step k and
determine residual ‖Res‖ for
both systems. Calculate the
corrected solution vector x for
the power system using eq.(21)
For each link between the gas
and power system calculate the
power and gas demand according
to eq. (22, 23 & 24) using the
computed state variables and
assign the new values to the
right hand side of eq. (20 & 25)
‖Res‖ ≤ ε?k ≤ kmax?
Check if the converged solu-
tion violates any constraints
from Tables 2, 3, 5 & 6
Constraints
violated?
tn < tmax? kc ≤ kc,max?
Set boundary conditions
for new time step tn+1
Linearize eq. (2) for the gas
system. Run a new iteration
k=k+1
Invoke the constraint and
control handling algorithm
for the affected facility
















Figure 6: Flow chart for the combined simulation
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Figure 9: Load profile assigned to city gate stations
Figure 10: Load profile assigned to load buses
Figure 11: Profile assigned to generation buses
CS.9 & CS.10). The dynamic simulation of the combined
model is initiated from the steady state solution shown in Fig-
ures 7 & 8 using the load profile from Figure 9 for all city gate
stations, the profiles shown in Figures 10 & 11 for all load and
generation buses, respectively, and the simulation and gas prop-
Figure 12: Time series of total power generation (blue) and total
power demand (green) for the combined simulation
Figure 13: Time series of total power offtake of electric driven
compressors stations and LNG terminals (top) and total gas off-
take (bottom) of gas power plants for the combined simulation
erties listed in Table 8. Furthermore, we assign to a number
of gas power plants connected to generation buses a partici-
pation factor Ki and the thermal efficiency listed in Table 7.
Thus, these generation units are expected to regulate their ac-
tive power injections to balance the power system. In addition,
we consider the electric power offtake for operating the LNG
Terminal Revythoussa located in the south of Greece. More-
over, we assign an outlet pressure control ranging between 40-
54 [barg] (580-783 [psig]) to all compressor stations in the gas
system. Simulation results are illustrated in Figures 12 - 17 and
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Figure 14: Time series of active power generation set point
(blue) and resulting power generation (green) for generation
unit GEN.98 in the combined simulation
Figure 15: Time series of active power generation set point
(blue) and resulting power generation (green) for generation
unit GEN.136 in the combined simulation
Figure 16: Time series of active power generation set point
(blue) and resulting power generation (green) for generation
unit GEN.155 in the combined simulation
are discussed in the following.
Figure 12 shows the time evolution of the total active power
generation and total power offtake. As can be seen, the shape
of both curves is similar to the profile assigned to load buses
(s. Fig. 10). The difference between the total power gener-
ation and total load curve is equal to the total power loss of
Figure 17: Time series of total line pack (top) and total flow
balance (bottom, sum of inflow minus sum of outflow) for the
gas system in the combined simulation
the power system, which is caused by the resistances of the
transmission lines. The electric power offtake of the gas grid
increases right from the start of the simulation and reaches its
maximum around 2:00 (s Fig. 13, top). This increase is a result
of the overall increase in gas offtake from CGS and GPPs com-
pared to the steady state loads, as can be seen in the time evolu-
tion of the flow balance and line pack shown in Figure 17. The
compressor stations require more driver power to maintain their
outlet pressure set point. However, the power offtake of the gas
grid is marginal compared to the total load of the power system.
(s Fig. 13, top). The total gas offtake of the GPP units shows
larger fluctuations than the assigned generation profile (s. Fig.
13, bottom), because of the assigned participation factors to the
GPP units. The GPP units regulate their power generation to
balance power demand and losses (s. Fig. 14- 16).
CONCLUSION
In this paper, we presented an integrated simulation tool for a
coupled simulation of gas and power systems taking into ac-
count the characteristics, the control and constraints of both
systems. The integrated model consists of a transient model
for the gas system and a steady state AC-Power flow model for
the power system, using a distributed slack bus approach for
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balancing power demand and power losses. The accuracy of the
transient gas model was confirmed by benchmarking simulation
results against the commercial software SIMONE. The model
of the individual systems were coupled through coupling equa-
tions describing the power offtake from electric driven com-
pressor stations and LNG Terminals installed in the gas sys-
tem and connected to buses of the power network, and the gas
offtake for electric power generation in gas fired power plants
connected to the gas transport system. The resulting system
of equations describing the state change of the combined sys-
tem between two consecutive time steps is solved iteratively
by adapting the boundary conditions expressed by the coupling
equations at each iteration step. The algorithm was imple-
mented in an integrated simulation tool SAInt and the value
of the tool was demonstrated in a case study on an actual com-
bined gas and electric power system of an European region.
In the coming future, we intend to extend the simulation tool to
allow the simulation of disruptions and the possibility to define
mitigation strategies. By doing this, we intend, to assess how
these strategies may reduce the impact of disruptions on both
systems.
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APPENDIX
Parameter Symbol Value Unit
time step ∆t 900 [s]
total simulation time tmax 24 [h]
gas temperature T 288.15 [K]
dynamic viscosity η 1.1 ·10−5 [kg/m · s]
pipe roughness k 0.012 [mm]
standard pressure pn 1.01325 [bar]
standard temperature Tn 273.15 [K]
relative density d 0.6 [-]
calorific value CV 41.215 [MJ/sm3]
Table 8: Input parameter for the dynamic simulation of the sam-
ple network and the combined model
t [h]
rel. Load [−]






Figure 18: Relative Load profile assigned to demand nodes of
the sample network
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Node
Pipe inlet outlet L [m] D [m] Node QSET [ksm3/s] PSET [bar-g]
1 1 2 24000 0.7 1 - 50 (supply)
2 1 3 25000 0.7 2 90 -
3 1 4 20000 0.7 3 29 -
4 4 3 30000 0.7 4 75 -
5 3 2 40000 0.7 5 0 -
6 2 22 45000 0.7 6 55 -
7 2 5 70000 0.6 7 85 -
8 5 6 60000 0.6 8 28 -
9 22 21 52000 0.7 9 90 -
10 6 21 30000 0.6 10 41 -
11 4 10 40000 0.7 11 39 -
12 4 11 35000 0.6 12 20 -
13 4 12 25000 0.7 13 0 -
14 12 13 70000 0.6 14 80 -
15 12 11 30000 0.7 15 45 -
16 11 10 50000 0.6 16 0 -
17 13 14 60000 0.6 17 120 -
18 10 14 100000 0.6 18 42 -
19 14 15 80000 0.7 19 18 -
20 10 9 75000 0.6 20 35 -
21 15 9 80000 0.7 21 29 -
22 15 16 75000 0.6 22 71 -
23 16 17 80000 0.7 23 0 -
24 10 6 40000 0.6 24 0 -
25 9 17 65000 0.7 25 0 -
26 9 8 40000 0.6 Compressor POSET [bar-g]
27 8 17 55000 0.6 1 55
28 9 7 45000 0.6 2 55
29 8 18 30000 0.7 3 55
30 7 18 42000 0.6
31 6 7 20000 0.7
32 18 19 30000 0.6
33 7 20 40000 0.7
34 20 19 32000 0.6
35 20 21 45000 0.7
Table 9: Input data for the reference network taken from [6]
